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sssssss & Market Development

LED par Induction Magnétique
Connexion Plastique
Encastrable/Immergeable
IP68 a 67 —1K10

Video: Test en 230v sous eau

LED par Induction Magnétique
*fonctionne sans contact métallique
*sans risque d’électrocution
*Résistant a I'eau / sans risque de corrosion

*sans électricité statique

*Solution intégrée , sans Driver séparé

*Directement sur réseau 220/230v

*Disponible en 24v

*Facile d’installation : Plug & Light

*Breveté de 1w a 2000w

*Adaptable sur demande (m de cable, Couleur, aim.,..)
*Compatible DALI1, DMX...
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Aclimex
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Exemples d’installations avec
LED a induction Magnétique
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Aclimex-LED

Business & Market Development

BGO5 — 3W - 220V — Blanc Chaud/Froid et Bleu
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= LED Module : BGO5 — 3W
Aclimex-LED Diam. Out: 70 mm

Business & Market Development ENCASTRABLE et |MMERGEABLE

Material specifications

LED Underground Lights

Front cover Stainless steel 316

Glass T: 6Gmm

Embedded parts material | Nylon

LED CREE

Diriver Isolated Inductive power supply

Ambient Temperature =20°C ~ 45T

Ambient Humidity 10%=80%

. 3000K/4000K
BGO5-1 1 90 Iw 90 ~ 95 ACI110V /AC220V / DC24V I6000K/RGB
o/ 409 3000K/4000K

BGO5=5 1 25°/ 40°/ 60° 3IW 90 ~ 95 ACL110V f AC220V / DC24V /6000K/RGB coun
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Aclimex-LED

Business & Market Development

LED Module : BGO5 - 3W

Diam. Out: 52mm

MR (£M) Distribution Curve Flux (SBC Case)
BG05-3W

165
150

135

180

163

LED Undreground Lights

=rs K

Distanceim) __ E (] Dhim) _ Dwim)
10 196815 037 a4r
20 281 54 075 074
pie] 123 5F 112 .12
40 7283 1.45 148
£0 &4 85 188 188
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Beam Angle H21.1921.1 Feld Angle: H32.4 V3008
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Aclimex-LED
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GS03 —3W —220V - Bleu
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Aclimex-LED

Business & Market Development

LED Module : BG05 — 3W

Diam. Out: 75mm
IMMERGEABLE

LED Spot Light

N

1515

Material specifications
Front cover Stainless steel 3161
The lamp body Stainless steel 3161
Glass T: 5Smm
Stationary Bamer Stainless steel 3161
LED Multi chips on board LED
Dniver Isolated Inductive power supply
Ambient temperature -20C-457C
Ambrent Humidity 10%-90%

G503 1*1-3W 25°40° IW

AC 200V-240V
DC24V

70/85(1m)
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Warm whate LLEE coun
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fcimextel BDY 230 — 12W — 220V - Bleu
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Aclimex-LED
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BDY 230 — 12W — 220V - Bleu
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Aclimex-LED

Business & Market Development

BDY 230 — 12W — 220V - Bleu
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@ LED Undreground Light

BDY - 9W - 18W

Aclimex-LED Diam. : 204 - 233 )
Business & Market Development ENCASTRABLE (!
e
BDY195 . . BDY230 T I
= ——

Material specifications

Fromt cover Stainless stee] 316

The lamp body Aluminium alloy

Glass T: 10mm

Embedded parts material | ABS

LED CREE

Driver Isolated Inductive power supply
Ambicnt tcmperature =20C ~45°C

Ambient Humidity 10%-90%

3000K/4000K

BDY195 9 25°/ 40°/ 60° 9w 675 ~ 720 ACLI0V / AC220V J6000K/RGB

ACLIMEX — Rue des Bruyeéres 155 — 4000 Liége / Belgium
www.aclimex.com — c.lempereur@aclimex.com
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fcimextel
BDY195 - 9W

C0-C180 Unit; cd
C90-C270
G1

BDY 195- 9W

Diam. : 204 mm

Distance(m) E (Ix) Dh{m) Dvim)

1.0 4005.85 0.38 0.38

2.0 1001.48 Q.77 0.76

3.0 44511 1.16 1.15

4.0 250.37 1.54 1.53

-/\ 5.0 160.24 1.93 1.91
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) LED Undreground Lights

Aclimex-LE€D BDY 230 — 18W

Diam. 233 mm

BDY 230 - 18W

Distance{m) E {Ix) Dhim) Dv{m)

165 180 465

1.0 4517 .24 0.37 038
20 1154.31 0.74 0.75
3.0 513.03 1.11 1.13

40 288.58 148 1.51

‘i“\ 5.0 184.69 1.86 1.89
. - ) coun
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C0-C180 Unit: ed
C90-C270
G3
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Business & Market Development

BDY195 — 9W — Chaud 3000k BDY195 — 9W — Froid 6000k

BYD 230 — 18W — 220V - Bleu
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Aclimex-LED (]

Business & Market Development

GZS12 — 12W — Chaud 3000k GZS12 —12W - Froid 6000k

Disponible aussi en version Déposable / Hors Sol :

ACLIMEX — Rue des Bruyéres 155 — 4000 Liége / Belgium
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@ Flood Light Series

@ire78
Aclimex-L€D Material specifications
Front cover Stamless steel 316
The lamp body Alominium alloy
Cilass T: 5mm
Stationary Barrier Aluminium alloy
LED SEQUL
Diriver Isolated Inductive power supply
Armbient temperature —20C ~45C T
Ambient Humidity 10% ~ 90%
GZS06 1 38° 6W 450~480  AC110V/AC220V 3000K/4000K/6000K
Material specifications
Fromt cover Stainless steel 316
The lamp body Aluminiom alloy
Glass T: 5mm
CREE
Izolated Inductive power supply
—C~45TC
10% ~ 90%

GZ512 9 18°/28° /38°  12W 900 ~ 960 ACI10V / AC220V 3000K/4000K/6000K

‘ coun’
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Aclimex-LED

Business & Market Development

BDY 260 : Adjustabe 18W - 30W

Diam. 266 mm

141

s
Material specifications
Stainless steel 304
Aluminium alloy
T: 12mm
Embedded parts material | Aluminium Alloy
LED CREE
Driver Izolated Inductive power supply
Ambient temperature =20C -~ 45T
Ambient Humidity 10%~90%

LED Undreground ng hts

BDY260

25°/ 40°/ 60°

18W 1350 ~ 1440 AC110V /AC220V

3000K/4000K

/6000K/RGB
CouN

ACLIMEX — Rue des Bruyéres 155 — 4000 Liége / Belgium =
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Aclimex-LED

iness & Market Development

BDY 260 - 18W

165 180
150

135
120

105

BDY 260 — Adjustable : 18W

Diam. 266mm

LED Undreground Lights

C0-C180
— C90-C270

G1

Distance(m) _ E (ix) Dh(m) Dv(m)
165
150
135
1.0 $956.75 0.38 0.38
120
105
20 2489.19 0.76 0.7
3.0 1106.31 1.14 1.13
4.0 622.30 1.52 1.50
Unit: cd
5.0 398.27 1.90 1.88

E——
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@ ENCASTRE - Immergeable Underwater Lights

Aclimex-LED
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Material specifications
Front cover Stamless steel 3161
The lamp body Stainless steel 3161
Glass T: 5mm
Embedded parts material | ABS
LED Multi chips on board LED
Dirver Izolated Inductive power supply
Ambient temperature 207457
Ambilent Humidity 10%-90%

Cool white
oAN25N°
SY18-1 ¥ -IW 25°40°60 12W 900/1050(1m) DC 24V Warm white EGE
‘ coun'
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Aclimex-LED

Business & Market Development

SUR PIED — Immergeable Underwater Lights

N

Material specifications
Front cover Stainless steel 316
The lamp body Stainless steel 316
Class T: Smm
Stationary Barrier Stainless steel 316
LED CREE
Driver Isolated Inductive power supply
Ambient temperature -20C ~45C
Ambient Humidity

SZ06 6 28°/ 38°/ 48°

6W

450 ~ 480

| 3000K/4000K
DC24V /6000K/RGB

SZ12 9 28°/ 38°/ 48°

12W

900 ~ 960

4000K
DC24V/AC110V/AC220V m

ACLIMEX — Rue des Bruyéres 155 — 4000 Liége / Belgium
www.aclimex.com - c.lempereur@aclimex.com
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Aclimex-LED
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SY18 - 18W

165 190

SY 18 -02 — 18w
Immergeable
Diam: 167

Underwater Lights

N

Distance(m) E {Ix) Dh(m) Dvi(m)

C0-C180
C90-C270
— (G4

Unit: cd

1.0 5357.04 0.39 0.40

20 1339.26 0.78 0.79

\ 3.0 595.23 1.17 1.19
/\ 4.0 334.82 1.57 1,58
i\ 5.0 214.28 1.96 1.98
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Aclimex-LED
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Nouveaux Modeles Tube LED DRTS8 a Induction Magnétique
Plus Robustes / 2 dimensions: 9W-18W

1 ] { TR, C=h ] ]
R = Fluorescent Light Series
_ 3 @irs7l
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Material specifications

Housing Materials The transparent cover(PC)

Bracket PVC |

Driver Isolated Inductive power supply /.

Ambient temperature —-25C~45C : >

Ambient Humidity 10% ~ 90%

DRT8-600 45 280° 9W 675 ~ 720 AC110V / AC220V 5700K




) ; Fluorescent Light Series
Parc de Cointe |

Aclimex-LeD Tube LED ~ @ipe7

Enseigne Lumineuse : i |
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https://www.google.fr/maps/place/Avenue+des+Platanes+11,+4000+Li%C3%A8ge,+Belgique/@50.6185045,5.5616992,17z/data=!4m2!3m1!1s0x47c0f9eeee2ae197:0x7ddecd7231952330?hl=fr

@ Inground Light Series
Aclimex-LED . pﬁ'

Business & Market Development

Length (mm) :600/1000

1
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Material specifications

Front cover Stainless steel 316

The lamp body Aluminium alloy

Glass T: 10mm

Embedded parts material Aluminium Alloy

LED EPISTAR

Driver Isolated Inductive power supply

Ambient temperature -20°C ~45C

Ambient Humidity 10%~90%

BD18-1 90 - 18W 1350 ~ 1440 ACI10V /AC220V  3000K/4000K/6000K

coun
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Aclimex-LED

Business & Market Development

Inground Light Series
Eire78

Length (mm) : 600/1000

*7
[}
a1

Material specifications

BD18-2

18

25°/ 40°/ 60°

18W

Front cover Stainless steel 316

The lamp body Aluminium alloy

Glass T: 10mm

Embedded parts material | Aluminium Alloy

LED CREE

Driver Isolated Inductive power supply
Ambient temperature -20°C ~45°C

Ambient Humidity 10%~90%

1350 ~ 1440

ACI110V /AC220V

ACLIMEX — Rue des Bruyéres 155 — 4000 Liége / Belgium

www.aclimex.com — c.lempereur@aclimex.com

3000K/4000K
/6000K/RGB
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Aclimex-LED

Business & Market Development
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BD18-3 -- -- 12W

BD18-3

Inground Light Series
Eire78

NS

L 1197(7 %)
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®
‘Material specifications
The lamp body Aluminium alloy
Glass T: 15mm
Embedded parts material | Aluminium Alloy
LED Epistar
Driver Internal regular power supply
Ambient temperature 20C ~45°C
Ambi Jumidi 10%~90%
960 DC24V 3000K/4000K/6000K
coun
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@ Haute et Basse Borne de Sécurité
LAclimex Set pré-assemblé avec 1 disque + 1 spot LED

ACLIMEX — Rue des Bruyeéres 155 — 4000 Liége / Belgium
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http://www.aclimex.com/
http://www.aclimex.com/
mailto:c.lempereur@aclimex.com

Aclimex

eeeeeeeeeeeeeeeeeeeeeeeeee

Spot a Induction Magnétique
BDY230 — 15W — 6000k - Spot IP68

Alim 230V - parfaitement étanche avec connexion Plastique
Set pré-assemblé sur disque pour fixer sur socle béton

ACLIMEX — Rue des Bruyeéres 155 — B 4000 Liege
www.aclimex.com — c.lempereur@aclimex.com
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